

Maintenance overview
In this document you can keep track of what equipment needs to be maintained on your farm, who is responsible for it and when the internal or external maintenance was carried out. 

	What
	Frequency
	Monitoring/maintenance
	Responsible:
	Performed by:
	Date:

	Spraying equipment

	
	SKL Inspection 
	
	

	


	Spraying equipment
	
	Maintenance:
There should be no leakage from the pump, spray tank (if closed), pipes, hoses and filters.
Any measuring devices that can be switched on and off, and that can control and/or release pressure, must be reliable and leak-free.
Nozzles must be suitable for the correct application of crop protection products. All nozzles must be identical (type, size, material and origin), must give a uniform spray pattern (e.g. identical shape, homogeneous spray pattern) and must not drip after being closed. All parts of the spraying equipment, e.g. spray cap holder/carrier, filters, bellows, etc., must be in good condition and work reliably.
	
	
	

	Substrate unit
	
	Calibration of the EC and PH meters or control with a separate probe.
	
	

	

	Harvesters
	
	After harvesting, completely clean and check the machine (major maintenance according to supplier's instructions).

	
	

	

	
	
	Machine: 

	
	

	


	
	
	Machine: 

	
	

	

	Potting machine
	
	
	
	

	

	Forklift

	
	Inspection 
	
	
	

	Boiler

	
	Maintenance
	
	
	

	Processing room
	
	Prior to season, check walls, floors and ceilings for damage and clean where necessary.
	
	

	

	
	
	Sweep floor before start of season.
	
	

	

	
	
	During handling, remove waste/rubbish from the processing room at least daily and sweep floor with a broom.
	
	
	

	Measuring and weighing equipment for plant protection products
	
	The area for storage of crop protection products or the filling/mixing area (if elsewhere) is equipped with measuring and weighing equipment. At least once a year, measuring cups are checked and scales are calibrated.
	
	
	

	Basin
	
	Maintenance
	
	
	

	Irrigation system
	Annual
	Assessment of whether maintenance is necessary. Employees performing maintenance are trained. 
	
	
	

	Silo
	
	
	
	
	

	Harvesting materials such as shears, knives 
	
	Cleaning   
	
	
	

	Fire extinguisher
	Annual
	inspection
	
	
	

	FIRST AID
	Annual
	Check contents and expiry date
	
	
	



